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#4561 EXCITER 40MM TAPER BORE FLATSLIDE KIT
INSTALLATION INSTRUCTICNS

1. Remove LE side cover and clutch guard exposing primary and
secondary ¢lutches. Remove drive belt and secondary clutch.

2. Loosen front and rear carb clamps, remove choke cable ends from
carbs, remove alr box mounting bolts. Two of the air box mounting
bolts are under a small panel on the left side of the dash.

3. Remove boots from carb to airbex. Disconnect T.C.R.S. switch
wires at carbs. Reconnect the harness ends together, which will
override your T.O.R.B system. Rote: We rescommend that vyou
purchase and install a tether cord safety switch on your sled for
your safety in the event of a throttle sticking!!

4. Remove carbs from intake manifolds and pull over to the side,
disconnect the fuel lines, throttle cable. Remove carbs.

5 Remove cold fuel line from carbs to fuel pump and install new fuel
line.

6. Install rubber bcots inte the airbox. Now install carbs into
airbox boots first, then push them forward into the intake
manifolds.

7. Remove bottom cf handlebar shroud. Remove old throttle cable.

g. Route new throttle cable to throttle and hook it up. Reinstall

handlebar shroud. Note: Make sure throttle puli is smooth, if
not check routing of the throttle cable sc¢ there are no sharp
bends.

9, Adjust o0il pump cable so when throttle is wide cpen you can see
the dimple in the cable when the free play is pulled all the way
cut at the adjuster.

10. Tilt carbs to the side for clearance and hook up new choke
plungers and adjusters to choke cable ends. Install them into
carbs and tighten them, set adjusters so when choke is off there
ig 1/8" of freeplay in cables.

11. Tighten carb clamps with carbs in vertical position, then bolt
airbox 1in place. Note: Make sure airbox to carb boots are
properly installed, a leak here would cause an engine seizure.






